Technische Daten

Anzahl der Pfannen:
PfannengréBe (mm):

Achsabstand des Tabletts (mm):

Anzahl der Ventilatoren:
Liiftergeschwindigkeit:
AuRenmale (mm):
Nettogewicht (kg):
Volumen (m3):

Kammerabmessungen (mm):

Elektrobetrieb (kW):
Spannung/Frequenz (V):
Spannung (A):

Phasen:
Kabelquerschnitt (mmq):
Frequenz (Hz):
Kaltwasseranschluss:
Kaltwasserdruck (bar):
Wasserablauf (mm):

Verpackungsabmessungen (mm):

Kammerabmessungen (mm):

Bruttogewicht (kg):
Bruttovolumen (m3):

In order to constantly offer the best possible products we reserve the right to make changes on technical specifications without incurring any obligation for equipment previosly or subsequently sold.
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Kunde
Projekt

Function-Ofen

Modell: GERU411SP

Eigenschaften

Menge
Lage

Cod: NP01041021008

Typ des Backofens:
Steuerung:

Grill:

Dampf:
Dampf-Management:
Betriebstemperatur:
Tir:

Boden der Brennkammer:

Range timer:
Dunstabziige:

Heissluftgaren
Programmierbar
Disponibile

Direkt

Druck

50°C - 300°C
Klapptur

AISI 430 Spiegelfinish
1'-120'

Immer offen

nevo.it - info@nevo.it
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Technische Zeichnung
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Wasserablauf
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Function-Ofen

Wasserbefiillung 3/4"

In order to constantly offer the best possible products we reserve the right to make changes on technical specifications without incurring any obligation for equipment previosly or subsequently sold.
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